TRO ®TECHNIK

The art of handling air

WG-JZ

KOMBINACE S VICELISTOU KLAPKOU

Kombinace externich protidestovych zaluzii a vicelistych klapek jako ochrana
proti pfimému pronikéani desté, proti listi a ptakim a pro uzavirani a regulaci

Maximalni Sitka 2000 mm, maximalni vyska 1995 mm

Nizka tlakova ztrata diky aerodynamickym listdm

Nizka hlu¢nost

Veskeré aerodynamické Gdaje se méfi v aerodynamickych a akustickych
laboratofich

Aerodynamické lamely pohybujici se soubézné nebo protibézné
Netésnost plasté podle EN 1751, tfida C

Dostupnd ve standardnich rozmérech a mnoha mezivelikostech

Pfedem sestavena kombinace, tudiz rychla a snadnéd montaz

Volitelné vybaveni a pfislusenstvi

Instalaéniram

Mfizka proti hmyzu

Praskové lakovany nebo eloxovany povrch

Servopohony: servopohony pro polohy otevieno/zavieno, modulaéni
servopohony

Pouziti

Pouziti

e Kombinace externi protidéstové zaluzie typu WG a vicelistych klapek typu JZ pro ochranu otvor( pro pfivadény a odvadény vzduch ve vzduchotechnickych
systémech

Ochrana pfed pfimym pronikanim desté a také pfed listim a ptaky

Doporuc¢ena natokova rychlost v otvorech pro pfivadény vzduch: max. 2 — 2,5 m/s

Jako aktivni prvek pro regulaci pritoku vzduchu a tlaku

Pro uzavirani potrubi a prostupl ve sténach

Pro otevieni/zavieni se pokud mozno pouzivaji klapky se soubéznymi listy

Listy protibézné se pro jejich vlastnosti pouzivaji pokud mozno pro regulaci pratoku

Zvlastni charakteristické vlastnosti

Jsou dostupné libovolné stfedni rozméry v rdmci standardniho rozsahu velikosti

Nizka naro¢nost montaze na misté vzhledem k tomu, Ze externi protidestova zaluzie a vicelista klapka jsou spojeny a sestaveny vyrobcem
Aerodynamické lamely pohybujici se soub&zné nebo protibézné

Tepelné odolné do 100 °C

U velmi velkych rozmérl Ize usporadat nékolik segmentt vedle sebe nebo nad sebou

Nenaro¢nost na udrzbu, odolna konstrukce


https://www.trox.cz/
https://www.trox.cz/
https://www.trox.cz/v%25C3%25BDrobky-20b36571d17e3037
https://www.trox.cz/v%25C3%25BDrobky/protide%25C5%25A1%25C5%25A5ov%25C3%25A9-%25C5%25BEaluzie---lamely-%25C5%25BEaluzi%25C3%25AD-2057550f1f1e0c4f
https://www.trox.cz/protide%25C5%25A1%25C5%25A5ov%25C3%25A9-%25C5%25BEaluzie---lamely-%25C5%25BEaluzi%25C3%25AD/protide%25C5%25A1%25C5%25A5ov%25C3%25A9-%25C5%25BEaluzie-c2bbb7c5a5106ac6
https://www.trox.cz/protide%25C5%25A1%25C5%25A5ov%25C3%25A9-%25C5%25BEaluzie/protide%25C5%25A1%25C5%25A5ov%25C3%25A9-%25C5%25BEaluzie-6f8acebc88461bfe
https://www.trox.cz/protide%25C5%25A1%25C5%25A5ov%25C3%25A9-%25C5%25BEaluzie/wg-jz-1a401836b8c30967

o Nizka tlakova ztrata a nizka hluénost diky aerodynamickym listim
e Délené provedeni nebo provedeni z nerezové oceli na pozadani

Popis

Varianty

o WG-JZ-S: Externi protidestova zaluzie a vicelista klapka s protichtidnym pohybem lamel, obé soucasti z pozinkovaného ocelového plechu
e WG-JZ-P: Externi protidestové zaluzie a vicelista klapka se soub&znymi lamelami, obé soudasti z pozinkovaného ocelového plechu

e WG-AL-JZ-S: Externi protidestova Zaluzie z hliniku a vicelista klapka s protibéznymi lamelami z pozinkovaného ocelového plechu

e WG-AL-JZ-P: Externi protidestova zaluzie z hliniku a vicelisté klapka se soub&znymi lamelami z pozinkovaného ocelového plechu

PrisluSenstvi

Aretace polohy a koncové spinade: Aretace polohy k nastaveni listd klapky (plynulé nastaveni) a pro nastaveni koncovych poloh
Servopohony otevieno/zavieno: Servopohony pro otevieni a zavfeni vicelistych klapek

Servopohony s modulaci: Servopohony pro plynulé nastaveni listd

Pneumatické servopohony: Pneumatické servopohony pro otevieni a zavieni vicelistych klapek

Nevybu$né servopohony - servopohony pro otevieni a zavfeni vicelistych klapek instalovanych v oblastech s nebezpecim vybuchu (ATEX)

PrisluSenstvi

e Montazni ram: Montazni ram pro rychlou a snadnou montaz protidestovych zaluzii

TECHNICKE UDAJE

WG-JZ

WG-AL-2 - JZ-P-L / 600x510 / ER / Z04 / NC / P1-RAL ...

mdd ddd & b @ & b

[i Type [8] Attachments - JZ
WG-JZ Combination of external weather louvre Mo entry: none
and multileaf damper Z04-Z07 Quadrant stay

. Z12-2Z51 Actuators
[2] Material - WG ) ZFO1-ZF15  Spring retum actuators
No entry: galvanised steel Z60 - Z77 Preumatic actuators
AL Aluminium
[@ Damper blade safety function - JZ

[3] Construction = WG Only for spring return actuators or pneu-

No entry: wire mesh matic actuators
1 Insect screen, galvanised steel NO  Pressure offipower off to OPEN
2 Wire mesh, stainless steel (only WG-AL) NC  Pressure offpower off to CLOSE
3 Insect screen and wire mesh made of

stainless steel (only WG-AL) Surface -WG
u Border without fixing holes No entry: standard construction

1, 2, 3 can be combined with U P1 Powder-coated,

RAL CLASSIC colour
4] Function - JZ PS  Powder-coated, NCS or DB colour
s Opposed (standard)
P Parallel Only for WG-AL
52 Anodised to EURAS standard, E6-C-

[5] Operating side — JZ 31..35

No entry: on the right 83 Anodised to EURAS standard, E6-C-0
L Left Gloss level:

. . RAL 9010 50 %
53] Nomam::_‘sue [mm] RAL 9006 30 %

All other RAL colours 70 %
[7] Installation subframe - WG
No entry: none
ER  With (not for construction U)



Mominal sizes 200 x 180 to 2000 x 1935 mm
|Volume flow rate range 40-9480Vs at 2.5 mis
|Volume flow rate range 144 -34128 m*hat 2.5 mis
Free area Approx. 60 % (with insect screen approx. 45 %)
| Total differential pressure — exhaust air 30Paat25m's
|Total = fresh air 35 Paat2.5m's|
WG-JZ

WG-AL-2 - JZ-P-L / 600x510 / ER / Z04 / NC / P1 -RAL ...

b od ddd & @ @ & B

[T Type
WG-JZ Combination of external weather louvre
and multileaf damper

[2] Material - WG
No entry: galvanised stael
AL Aluminium

[3] Construction - WG
No entry: wire mesh
1 Insect screen, galvanised steel
2 Wire mesh, stainless steel (only WG-AL)
3 Insect screen and wire mesh made of
stainless steel (only WG-AL)
u Border without fixing holes
1,2, 3 can be combined with U

[d) Function - JZ
s Opposed (standard)
P Parallel

[&] Operating side - JZ
No entry: on the right
L Left

[6] Nominal size [mm]
BxH

[7] Installation subframe - WG
No entry: none
ER  With (not for construction U)

Attachments

Type Quadrant stays and limit switchesType Open/Close actuatorsType Modulating actuatorsType Pneumatic actuators

Accessories
Type Installation subframe

[8] Attachments - JZ

No entry: none
204-207 Quadrant stay
Z12-Z51 Actuators.
ZF01-2ZF15 Spring return actuators

Z60-Z77 Pneumatic actuators

[8] Damper blade safety function - JZ
Only for spring return actuators or pneu-
matic actuators

NO  Pressure offfpower off to OPEN

NC  Pressure off/power off to CLOSE

[l Surface = WG
No entry: standard construction
P1  Powder-coated,
RAL CLASSIC colour
PS  Powder-coated, NCS or DB colour

Only for WG-AL

§2  Anodised to EURAS standard, E6-C-
31..35

53  Anodised to EURAS standard, E6-C-0

Gloss level:

RAL 9010 50 %

RAL 9006 30 %

All other RAL colours 70 %



https://www.trox.cz/attachments/quadrant-stays-and-limit-switches-24da2685a8f7dadc
https://www.trox.cz/attachments/open-close-actuators-0b706d2c4a22fd04
https://www.trox.cz/attachments/modulating-actuators-fa5a7804cab222ef
https://www.trox.cz/attachments/pneumatic-actuators-60a578105ad7cbeb
https://www.trox.cz/attachments/explosion-proof-actuators-7016022693f0d0ce
https://www.trox.cz/accessories/installation-subframes-for-external-weather-louvres-6d07b4397a514257
https://www.trox.cz:443/
https://www.trox.cz/contact-9e9e3d09b0fc7430
https://www.trox.cz/side-services/imprint-92cb043fa6a5bada
https://www.trox.cz/side-services/dodac%25C3%25AD-a-platebn%25C3%25AD-podm%25C3%25ADnky-trox-135873bc09533c88
https://www.trox.cz/side-services/na%25C5%25A1e-politika-ochrany-osobn%25C3%25ADch-%25C3%25BAdaj%25C5%25AF-043b4ba05faea2f1
https://www.trox.cz/side-services/odpov%25C4%259Bdnosti-0c6205eb5398bfcf
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